


Technics: Making Beautiful Music Better.

For Everyone.

Technics. You know us as the name
in high fidelity sterec components.
But our real business is music—
making beautiful music better. For the
whole world. Year-in and year-out,
we use the most advanced audio
technology to develop products that
reproduce the sounds you love as
cleanly and faithfully as possible. So
that the only way to enjoy your
music more would be to hear it live in
ideal concert conditions.

This year, we're beautifying music
reproduction with exciting new
components throughout our entire
line. The SL:P50P CD player is fully
equipped for professional applications.
Our RS-BIOO cassette deck features
three heads and three noise reduction
systems, including dbx* The news in
tuners is another technological

breakthrough: the integration of
digital and analogue circuitry in our
STG7. We also have 100W speakers
that measure just 65mm deep and
can be hung on the wall, a graphic
equalizer with real-time spectrum
analyzer, new linear-tracking, direct-
drive turntables, Computer Drive
New Class A amps with digital-audio
and audio-visual capacity, and
more—from complete integrated
component systerns to turntable
components, from snap-in phono
cartridges to accessories like
headphones, mics, and tapes. They're
all part of our contribution to
beautiful music. Technics music.
Music enjoyed by millions of people
around the world. The kind of music
wed like you to experience with us in
1984 and onwards.

* dbx is a registered trademark of dbx Inc
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HIFI

System R100
SA-R100L

ULTRA-SLIM FM/MW/LY/
STEREO CASSETTE RECEIVER

O Infrared wireless remote
control for all cassette
deck, tuner and amp
functions.

O 30 watts per channel at
8 ohms, T1kHz [DIN).

O Quarnz synthesizer digital
tuning with 8 FM and 8
AM station presets and
auto-scan tuning.

O Quick auto-reverse
recording/playback
cassette deck with Dolby
B-C NR and full logic
control.

O Wall mounting kit and
70 degree angle table-
top/floor stand.

SB-R100
COAXIAL HONEYCOMB
DISC SPEAKER SYSTEM

see page 26
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HiFi System

TYPE 55A

=n @

SU-87=23
COMPUTER DRIVE
NEW CLASS A STEREO
INTEGRATED AMPLIFIER

RS'BR @Vﬁs@ s [0} ¢
AUTO-REVERSE CASSETTE
DECK WITH DBX AND
DOLBY NR

W

O 75 watts per channel at
8 ohms, 1kHz (DIN).

O Double Direct Connection
System for convenient
direct operation between
amp and source.

O Super Bass switch for
powerful bass
reproduction.

O Phono (and CD) synchro

recording capability.

ST-8L
QUARTZ SYNTHESIZER
FM STEREO/MW/LW TUNER

O Quartz synthesizer digital
tuning system for drift-free,
accurate tuning.

O  l6-station random access
preset memory and auto-
scan tuning.

O Large FL display.

O Direct Connector System
for convenient direct
operation.

SL=13

ST-8L

sU-8

SH-E4 {Opuon)
SB-X100 RS8R SB-XI00
SLP7 [Option)

O Auto-reverse playback
with AX (amorphous)
Thrust-Hold Rotary Head.

O 2-motor drive and
microprocessor feather-
touch control.

QO Music repeat, blank skip
and music select.

O Auto tape select and auto
input select.

U Phono-synchro recording
capability.

SL-J3
DIRECT-DRIVE
FULLY AUTOMATIC
TURNTABLE

O LP jacket size turntable
with 8-band random
access programming.

O Quartz-controlled direct-

drive system with integral

rotor-platter.

Microcomputer-controlled

operation including

automatic record-size and
speed selections

O Linear tracking dynamic
balance tonearm and

cartridge system.

| O EPC-P33 MM cartridge

supplied

SB-X100

HONEYCOMB DISC

3-WAY SPEAKER SYSTEM

QO 18cm woofer, 5.2cm mid-
range and 2.8cm tweeter,
all Honeycomb Disc
Drivers.

O Frequency response
47Hz—35kHz | —16dB).

O Input powver 100/ [music).

O Thermal relay protection.

SL-P7 (Option) 0JiEE

COMPACT DISC PLAYER

O Simple key operation for
many convenient functions
including bi-directional
2-speed search with
cueing sounds and
2-directional music-skip.

| O Index search and skip for

indexed CD
O Mult-function FL display.

SH-E4 (Option)
STEREQ GRAPHIC
EQUALIZER

| O 12-band, +12dB

equalization.
O Equalizer on/off swvitch.
O Direct Connector for easy
set-up.




HiFi System
TYPE 45A

SB-F&6 RSBR SB-F6b

SU-6

STEREQ INTEGRATED

AMPLIFIER

O 40 watts per channel at
8 ohms, TkHz (DIN).

O Double Direct Connection
System for convenient
direct operation between
amp and source.

O Super Bass switch for
powverful bass
reproduction.

ST-8L
QUARTZ SYNTHESIZER

FM STEREO/MW/LW TUNER

O Quartz synthesizer digital
tuning system for drift-free,
accurate tuning.

O l16-station random access
preset memory and auto-
scan tuning.

O Large FL display.

© Direct Connector System
for convenient direct
operation.

SLJ2
ST-8L
SU-6
SH-E4 (Option|

AUTO i

RS-8R @m=d) dlbyy

AUTO-REVERSE CASSETTE

DECK WITH DBX AND

DOLBY NR

O Auto-reverse playback with
AX (amorphous] Thrust-
Hold Rotary Head.

O 2-motor drive and
microprocessor feather-
touch control.

O Music repeat, blank skip
and music select.

O Auto tape select and auto
input select.

O Phono-synchro recording
capability.

SL-J2

DIRECT-DRIVE FULLY

AUTOMATIC TURNTABLE

QO LP jacket size direct-drive
turntable with integral
rotor-platter.

O Microcomputer-controlled
operation including
automatic record-size and
speed selections.

O All front panel control
including bidirectional
skip/search function with
Music Select indicator.

O Linear tracking dynamic
balance tonearm and
(M@P] plug-in connector
cartridge system.

O EPC-P30 MM cartridge
supplied.

SB-F66

COMPACT LINEAR PHASE

3-WAY SPEAKER SYSTEM

O 16cm cone-type woofer,
6.5cm cone-type mid-
range and horn-type
tweeter.

O Frequency response
55Hz—28kHz | — 16dB).

O Input power 100\W/
(music).

SH-E4 (Option)
STEREO GRAPHIC

EQUALIZER

O 12-band, £12dB
equalization.

O Equalizer on/off switch.

O Direct Connector for easy
set-up.




HiFi System
TYPE 35A
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SU-5A
STEREO INTEGRATED
AMPLIFIER

O 30 watts per channel at
8 ohms, 1kHz (DIN].

QO Super Bass switch for
powverful bass
reproduction.

O Simple Direct Connector
for easy set-up.

ST-8L

QUARTZ SYNTHESIZER

FM STEREOQ/MW/LX/ TUNER

O Quartz synthesizer digital
tuning system for drift-free,
accurate tuning.

O 16-station random access
preset memory and auto-
scan tuning.

QO Large FL display.

SH-E4 (Option)
B-F44 RSIW

SB-F44

ERES

OO E CASSETTE

RS-TW

DOUBLE CASSETTE DECK

O High speed operation.

O Soft-touch control and one
touch recording.

O AX (amorphous)
recording/playback heads.

O Mixing recording/playback.

O Music select, cue and
review, and rewind auto-
play.

O Auto tape select

COPYRIGHT

"Your attention is drawn to
the fact that recording pre-
recorded cassettes or other
published or broadcast
material may infringe
copyright laws.”

SL-J1

LP JACKET SIZE FULLY

AUTOMATIC TURNTABLE

O Microcomputer-controlled
operation including
automatic record-size and
speed selections.

TochDics  oc sene A Lot S -] 1

O All front panel control
including bidirectional
skip/search function.

O Linear tracking dynamic
balance tonearm and
(TP plug-in connector
cartridge system.

O DC servo belt-drive system
for accurate platter rotation.

O EPC-P30S MM cartridge

supplied.

SB-F44

COMPACT LINEAR PHASE

2-WAY SPEAKER SYSTEM

O 16¢cm cone-type woofer
and horn-type tweeter.

O Frequency response
70Hz—25kHz ( — 16dB).

O Input power 60W (music).

SH-E4 (Option)

STEREO GRAPHIC

EQUALIZER

O 12-band, =12dB
equalization

D Equalizer onfoff switch.

Direct Connector for easy

set-up.




HiFi System
TYPE 25A
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S

ST-4L

SU-4
SB-F44

HiFi System
TYPE 15

senes

SL:ISI

B-F44 SAKIL SB-F44

RS4 SBFa4

SU-4

STEREO INTEGRATED

AMPLIFIER

O 20 watts per channel at
8 ohms, 1kHz (DIN).

O Simple Direct Connector
for easy set-up.

O Super Bass switch for

povverful bass
repraduction

ST-4L
FM STEREO/MW/LW TUNER

O Long, linear dial scale and
large, horizontally-aligned
tuning knaob for easy
tuning.

O LED signal strength and
stereo indicators.

O Direct Connector for easy
set-up.

SA-K2L
FMIMW/LW STEREO
CASSETTE RECEIVER

O 20 watts per channel at
8 ohms, 1kHz (DIN).

O Linear dial scale with LED
tuning indicator.

O Soft-touch control, full
auto-stop cassette deck.

O Automatic recording level
control with LED peak
level meter.

RS-4
CASSETTE DECK WITH
SOFFTOUCH CONTROL

O Metal-compatible MX
recording/playback head.

O LED level meter.

O Auto tape select and auto
input select.

© One-touch recording, cue
and review;, and rewind

O All front panel control
including bidirectional
skip/search function.

O Linear tracking dynamic
balance tonearm and
plug-in connector
cartridge system.

O DC servo belt-drive system
for accurate platter rotation.

O EPC-P30S MM cartridge
supplied.

auto-play.
O Direct Connector system., SB-F44
SI.-.” COMPACT LINEAR PHASE
Z2-\WAY SPEAKER SYSTEM

LP JACKET SIZE FULLY

AUTOMATIC TURNTABLE

O Microcomputer-controlled
operation including
automatic record-size and
speed selections.

SL-JS1
LP JACKET SIZE FULLY

O 16cm cone-type woofer
and horn-type tweeter.

O Frequency response
70Hz—25kHz |- 16dB].

O Input power 60W (music).

Technics

O EPC-P30S MM cartridge
supplied.

AUTOMATIC TURNTABLE SB-F44

O DC servo belt-drive system | ~oMPACT LINEAR PHASE
f latter rotation.
or accurate platter rotation 2WAY SPEAKER SYSTEM

O Microcomputer-controlied
operation including
automatic record-size
selection.

O Gimbal suspension straight

tonearm and [@P)] plug-in

connector cartridge

System.

O 16cm cone-type woofer
and horn-type tweeter.

O Freguency response
70Hz—25kHz (— 16dIB).

O Input power 60\ (music).

it — —
==l =te] |




HiFi System
SystemZ400

SU-Z400 =27
NEW CLASS A STEREO
INTEGRATED AMPLIFIER

O 60 watts per channel at
8 ohms, 1kHz [DIN).

C Quiet phono EQ circuitry
for 75dB phono YN ratio
(2.5mV input).

O Pushbutton input selectors
with programme source
indicators.

ST-Z400L

QUARTZ SYNTHESIZER

FM STEREO/MW/L\W TUNER

O Quartz DC digital tuning
system for tuning accuracy
and convenience.

O 8 FM and 8 AM station
presets and auto-scan
tuning.

O 19kHz pilot signal cancel
circuit for extended high
range frequency response
(SHz—I18kHz. +0.5dB,
—1.5dB]

O Large, easy-to-read LCD

display.

RS-BITW ERED

DOUBLE CASSETTE DECK

SB-3450
3AWAY SPEAKER SYSTEM

© High speed operation.

O Synchro-start recording; just
press the rec button on
TAPE 2.

O Soft-touch controls.

O 12-segment FL meters.

O Mic mixing rec/playback.

O Auto tape select.

COPYRIGHT

“Your attention is drawn to
the fact that recording pre-
recorded cassettes or other
published or broadcast
material may infringe
copyright laws.”

SL-D210
DIRECT-DRIVE SEMI-
AUTOMATIC TURNTABLE
O Direct-drive system with
integral rotor-platter, full-
cycle-detection FG servo.
D Low-mass straight tonearm
with sensitive 4-point
gimbal suspension and
[MAP] plug-in connector
cartridge system.

llllllll

mry

O 25cm cone type woofer
with heat-resistant voice
coil.

O 5.5¢m cone-type tweeter
and a horn-type
super-tweeter.

O Input power 120W/
(music).

HS-680

HIFl CABINET

O Technics furniture, in dark
rosewood finish,

O Top opening lid and twin
glass doors

O Fully adjustable internal
shelves providing flexible
storage space for records or
future equipment.

SH-8044 (Option)

STEREO GRAPHIC

EQUALIZER

O Built-in real-time spectrum
analyzer with FL display.

O 7-band, +12dB
equalization for each
channel.

O Low-noise, low-
distortion
IC operation amp.

O Equalizer onfoff
switch.

§-0210
S1-2400L
5U-2400
SH-8044 [Option)
RS-BIIW/

$B-3450 HS-680 58-3450

- IREEY T 7 7 T Ty B G -




HiFi System

SystemZ300

SU-Z200

STEREO INTEGRATED

AMPLIFIER

O 35 watts per channel at
8 ohms, TkHz [DIN).

O Quiet phono EQ circuitry
for 72dB phono $/N ratio
(2.5mV input).

ST-Z400L .75

QUARTZ SYNTHESIZER

FM STEREO/MW/L/ TUNER

O Quartz DC digital tuning
system for tuning accuracy
and convenience,

O BFM and 8 AM station
presets and auto-scan
tuning.

O 19kHz pilot signal cancel
circuit for extended high
range frequency response
(SHz—18kHz, +0.50B,
—~1.5dB).

O Large, easy-to-read LCD
display.

ST
SU-2200
RS-B40
$8-3430 HS5-680

$8-3430

RS-B40 dbx

CASSETTE DECK WITH DBX

SB-3430
3-WAY SPEAKER SYSTEM

AND DOLBY B-C NR

O 2-motor drive and
microprocessor feather-
touch controls.

O 12-segment FL meters.

O Metal-compatible MX
recording/playback head.

O Slide input level and
balance control.

O Auto input select.

SL-B210

BELT-DRIVE SEMI-

AUTOMATIC TURNTABLE

O DC servo motor for

accurate platter rotation.

O Low-mass straight tonearm
with sensitive 4-point
gimbal suspension and
plug-in connector
cartridge system.

) Semi-automatic tonearm
with auto-return and shut-

)

off.
) Anti-resonant TNRC base.
EPC-P24S MM cartridge
supplied.

CY )

O 20cm cone-type woofer
with heat-resistant voice
coil and high-compliance
edge for high power
handling capacity and
powerful bass.

) 5.5cm cone-type tweeter
and a horn-type
super-tweeter.

O Input power 100/

(music).

HS-680 Hi-FI CABINET

O Technics furniture, in dark
rosewood finish.

O Top opening lid and
twin glass doors.

O Fully adjustable internal
shelves providing flexible
storage space for records or
future equipment.

This cabinet may be used
together with matching
horizontal cabinet (model
HS-810) and cubic

cabinet [model H5-805) to
provide a fiexible system of
furniture designed to meet
current and future
audiolvideo and TV needs.
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HiFi System
SystemZ200

SU-Z200

STEREO INTEGRATED

AMPLIFIER

O 35 watts per channel at
8 ohms, 1kHz [DIN).

O Quiet phono EQ circuitry
for 72dB phono YN ratio
(2.5mV input).

O Pushbutton input selectors
with programme source
indicators.

i ifer

ST-Z400L ow-=X

QUARTZ SYNTHESIZER

FM STEREO/MW/LW

TUNER

O Quartz DC digital tuning
system for tuning accuracy
and convenience.

O 8 FM and 8 AM station
presets and auto-scan
tuning.

O 19kHz pilot signal cancel

circuit for extended high

range frequency response

(5Hz—18kHz, +0.5dB,

—1.5dB).

Large, easy-to-read LCD

display.

O

RS-D200
CASSETTE DECK WITH
SOFTTOUCH CONTROLS

O Metal-compatible MX
recording/playback head.

O 2-colour LED level meters.

O One-touch recording.

O Slide input level and
balance controls.

O Cue and review.

SL-B210
BELT-DRIVE SEMI-
AUTOMATIC TURNTABLE

O DC servo motor for
accurate platter rotation.
O Low-mass straight tonearm
with sensitive 4-point
gimbal suspension and
@] plug-in connector
cartridge system
Semi-autormatic tonearm
with auto-return and shut-
off,
Anti-resonant TNRC base.
O EPC-P24S MM cartridge
supplied.

SB-3410

2°WAY SPEAKER SYSTEM

(O 20cm cone-type woofer
with heat-resistant voice
coil and high-compliance
edge for high power
handling capacity and
powverful bass.

O 5.5cm cone-type tweeter
with heat resistant voice
coil.

O Input power 100W
(music).

HS-620 Hi-FI CABINET
Glass lid and full length glass
door, adjustable shelf, record
storage space, and castors.

SH-Z200 (Option)
STEREO GRAPHIC

EQUALIZER

O 7-band, x12dB
equalization for each
.channel.

O LED illuminated sliding
controls,

O Low-noise, low-distortion
electronic filter circuit.

O Equalizer on/off switch.

58210

ST-Z400L
SU-2200
5H-2200 (Opuon)
R&D200

SB-3410 HS-620 SB-3410




HiFi System
SystemZ100

SU-Z100
STEREO INTEGRATED
AMPLIFIER

© 20 watts per channel at

8 ohms, IkHz (DIN).

U Light-touch pushbutton
selectors including
CD/Video/Aux input.

O Slide balance, volume, and
low-distortion bass and
treble controls

ST-Z200L

FM STEREO/MW/LW TUNER

O Flywheel-assisted gyro-
touch tuning knob and
LED tuning indicator for
easy tuning

(ORF junction FETfront end
circuitry for high FM
sensitivity.

O Reliable IC circuitry for high
quality AM reception.

O Detachable AM loop
antenna.

RS-D200

CASSETTE DECK WITH

SOFFTOUCH CONTROLS

O Metal-compatible MX
recording/playback head.

O 2-colour LED level meters.

O One-touch recording.

[ O Slide input level and

balance controls.
O Cue and review,

SL-B210
BELTDRIVE SEMI-
AUTOMATIC TURNTABLE

© DC servo motor for
accurate platter rotation.

O Loww-mass straight tonearm
with sensitive 4-point
gimbal suspension and
(@P] plug-in connector
cartridge system.

O Semi-automatic tonearm
with auto-return and
shut-off

O Anti-resonant TNRC base.

| O EPC-P24S MM cartridge

supplied.

¥y

| S SR

SB-3410

2-\WAY SPEAKER SYSTEM

O 20cm cone-type woofer
with heat-resistant voice
coil and high-compliance
edge for high power
handling capacity and
powverful bass.

O 5.5cm cone-type tweeter
with heat resistant voice
coll.

O Frequency response
50Hz—25kHz [ —16dB.

O Input power 100W/
(music).

HS-620

HI-FI CABINET

| Glass lid and full length glass

door, adjustable shelf, record
storage space, and castors.
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QO Back-electret condenser cardioid

HiFi System SA-120L
FM/MW/L\WY STEREO
SYSfem ]20 RECEIVER
O 35 watts per channel at
8 ohms, IkHz.

O Flywheel-assisted tuning

SLB210
SA120L
RS-BIO
S8-3410 HS-620 SB-3410

This system may in an alternative cabinet

Please consult yoi

konb and illuminated, long
dial scale for easy tuning.

O Low-distortion bass and
treble controls.

RS-BI10

CASSETTE DECK WITH

SOFT-TOUCH

CONTROLS

O Metal-compatible
MX recording/
playback head.

O 2-colour LED level
Meters.

O One-touch recording.

O Large slide input level

(O Cue and review.

and balance controls.

SL-B210

BELT-DRIVE SEMI-

AUTOMATIC TURNTABLE

O DC servo motor for
accurate platter rotation

O Low-mass straight tonearm
with sensitive 4-point
gimbal suspension and
[M@P) plug-in connector
cartridge system.

O Semi-automatic tonearm
with auto-return and shut-
off.

O Anti-resonant TNRC base.

O EPC-P24S MM cartridge
supplied.

SB-3410

2-\WAY SPEAKER SYSTEM

O 20cm cone-type woofer
with heat-resistant voice
coil and high-compliance
edge for high power
handling capacity and
powerful bass.

O 5.5cm cone-type tweeter
with heat resistant voice
coil

O Frequency response
50Hz—25kHz | —16dB).

OlInput power 100W (music).

HS-620
HI-FI CABINET
Glass lid and full length glass

door, adjustable shelf, record
storage space, and castors

EAHTIS

EAHTIO \

EAH-TI5/EAH-TI0

O Flat-disc diaphragm provides
wide, flat frequency response
(1I5Hz—20kHz]

MICROPHONE

2 Low distortion and high input
power

2 Ideal for digital audio source.

0 Maximum input power 300mwW/
(EAH-TIS), 200mW (EAH-TIO)

EAH-TS

© Dome-type acoustic film
diaphragm and samarium-cabalt
magnet assure flat frequency
response (20Hz—20kHz)
0 Maximum input power 150m/.

EAHOI

¢ bg

EAH-01

O Lightweight headphones of fold-
down frame design.

O Weighs a mere 359 without
cord

@

®
= r RP-3505E r
RP-3B35E '“:\“

RP-3835E RP-3505 E

O Electret condenser cardioid

microphone with detachable microphones

wind screen O 600 ohm impedance
O Wide 30Hz to 18kHz frequency O Tripod mic stand (RP-3010)
response. optional

by /3]
r ‘A
RP-3215E
RP-3570D -
<y

?5__‘ '7"\

RP-3215E

One-point stereo, electret-
condenser microphone

O 600 ohm impedance.

D Tripod mic stand (RP-3010)
optional

_ RPV/370

RPV340

RP- 3570D/Vv370/V340

D Cardioid dynamic microphones
Suited for vocal recording use

O Mic stand included [RP-3012 desk-
top stand in 3570D and V370,
mini stand in V340




HiFi System
A/VComponem

System

Components shown on
this page are available
separately.

SU-V2X ==
COMPUTER DRIVE
NEW CLASS A STEREO
INTEGRATED AMPLIFIER

SL-QX200
QUARTZ DIRECTDRIVE
SEMI-AUTOMATIC
TURNTABLE

O 45 watts per channel at
8 ohms, 20Hz—20kHz
with 0.005% THD.

O See page 16 for details.

ST-GSL .
QUARTZ SYNTHESIZER
FM STEREO/MW/LW TUNER

O Al DC circuitry and quartz
control for wide frequency
response of 5Hz—I18kHz
(+0.2dB, —0.5dB).

O See page 19 for details.

RS-B40 dbx
CASSETTE DECK WITH DBX
AND DOLBY B-C NR

| O 2-motor drive and

i microprocessor feather-
‘ touch controls.

| O See page 25 for details

Also shown are the Panasonic NV830B Hi Fi stereo
sound VHS video recorder and TX C21 51cm screen

O Low-mass straight tonearm
with sensitive 4-point
gimbal suspension and
[T4P] plug-in connector
cartridge system.

O See page 22 for details.

SB-X210

HONEYCOMB DISC

3A\NAY SPEAKER SYSTEM

O 22cm woofer, 5.2cm mid- |
range and 2.8cm tweeter,
all Honeycomb Disc
Drivers.

O See page 27 for details,

HS-810 HiFl CABNET N

O Horizontal cabinet with
twin glass doors, fully
adjustable shelves, <
record storage dividers.

colour TV/Monitor with Teletext, 2 channel Audio and

flat square tube.

e ey

HS-805 HI-FI CABINET
O Cubic cabinet with glass
door, adjustable shelf,

record dividers.

E

HS-680 HI-FI CABINET

O Technics furniture, in dark
rosewood finish,

O See page 8 for details.

Cabinets HS-810,
HS-805 and HS-680
match precisely to
provide a flexible
system of furniture
to meet Audio
Video and TV
needs.

TV ON SCREEN PICTURE IS SIMULATED.

13
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SE-A3MK2

COMPUTER DRIVE

NEW CLASS A STEREO

POWER AMPLIFIER

O 300 watts per channel at
8 ohms, 20Hz—20kHz with
0.002% THD.

Q Straight DC construction

O Extra-large low-noise
transformer and pair of
22,000uF capacitors for stable
power supply.

O Large, fast peak power meters

05%0i oot ool oi
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Amplifier

SU-A4MK2

STEREO CONTROL
AMPLIFIER

O Built-in amorphous MC step-

up transformer for extended
linear response
2 Full matching phono
equalizer for all types of
cartridges.
All Class A circuit with ICL
ultra-low noise FET input.

O Phono N ratio 79dB for MM

(2.5mV input), 74dB for MC
{250pV input).

O Shelving type Super Bass and
Super Treble controls in
addition to reqular bass and
treble controls

SE-A5MK2

COMPUTER DRIVE

NEW CLASS A STEREQ

POWER AMPLIFIER

O Power Linear Circuit for low
distortion and linear amplifier
perfarmance with virtually
any speaker system.

O 150 watts per channel at
8 ohms, 20Hz—20kHz with
0.002% THD.

O Straight DC construction.

Large transformer and

capacitors for stable power

supply.

© Computer protection circuitry:

SU-A6MK?2

STEREO DC CONTROL
AMPLIFIER

O 8 audiol3 visual source inputs
including simultaneous audio
and video signal switching

O ICL phono equalizer for

optimum MC and MM

cartridge performance.

Phono SN ratio 80dB for MM

(2.5mV input), 77dB for MC

[250pV input).

Shelving type Super Bass and

Super Treble controls in

addition to regular bass and

treble controls.

D Newly-developed wide
dynamic range volume
control

15
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Amplifier

SU-V9

NEW CLASS A STEREOQ
INTEGRATED AMPLIFIER

O New Class A circuitry
combines Class A fidelity with
Class B efficiency.

120 watts per channel at

8 ohms, 20Hz—20kHz with

0.003% THD.

O Concentrated power biock
minimizes electromagnetically
induced distortion.

) Straight DC construction.

D ICL phono equalizer for
optimum MC and MM
cartridge performance

© Phono YN ratio 88dB for MM
(2.5mV input). 71dB for MC
(250pV input)

7 Super Bass tone control

SU-V707

COMPUTER DRIVE
NEW CLASS A STEREO

INTEGRATED AMPLIFIER

O Computer Drive prevents
transient crossover distortion
caused by temperature
changes in transistors.

O 90 watts per channel at
8 ohms, 20Hz—20kHz with
0.003% THD.

O Straight DC construction.

O Low noise, dual-FET phono
equalizer for optimum MC
and MM cartridge
performance.

O Phono SN ratio 88dB for MM
(2.5mV input), 72dB for MC
(250uV input).

SU-V4X

COMPUTER DRIVE
NEW CLASS A STEREO

INTEGRATED AMPLIFIER

O Power Linear Circuit for low
distortion and linear amplifier
performance with virtually
any speaker system.

O 65 watts per channel at
8 chms, 20Hz—20kHz with
0.004% THD

O Phono /N ratio 86dB for MM
(2.5mV input), 68dB for MC
(250pV input).

SU-V2X

COMPUTER DRIVE

NEW CLASS A STEREO

INTEGRATED AMPLIFIER

O Power Linear Circuit for low
distortion and linear amplifier
performance with virtually
any speaker system

O 45 watts per channel at
8 ohms, 20Hz—20kHz with
0.005% THD.

O Phono YN ratio 83dB (2.5mV
input). CD/aux/
tuner YN ratio 102dB.

SUV4X silver

SUAV2X sitver



Graphic Equalizer

EQUALIZER

SH-8065

STEREQ GRAPHIC

EQUALIZER

O 33-band. +12dB/+3dB
equalization for each channel.

O High ¥N, low-noise
semiconductor inductor
circuitry:

O Reversible frequency response
with characteristics switch.

O Parallel L/R channel alignment
for easy comparison.

O Equalizer on/off and tape
monitor switches

SH-8044

STEREO GRAPHIC
EQUALIZER

C Built-in real-time spectrum
analyzer with FL display.

O 7-band, +12dB equalization
for each channel.

O Low-noise, low-distortion IC
operation amp.

(O Equalizer onfoff switch.

SH-8045

STEREO GRAPHIC
EQUALIZER
O 12-band, +12dB/+3dB

equalization for each channel.

O Low-noise, low-distortion
semiconductor filter circuit.

O Equalizer onfoff and tape
monitor switches.

SH-Z200

STEREO GRAPHIC

EQUALIZER

O 7-band, +12dB equalization
for each channel.

O LED illuminated sliding knob.

O Low-naise, low-distartion
electronic filter circuit.

O Equalizer onfoff switch.

SH-E4

STEREQ GRAPHIC

EQUALIZER (315 Series)

O 12-band, +12dB equalization.

O Equalizer onfoff switch.

O Direct Connector for easy
set-up.
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ST-G7

QUARTZ SYNTHESIZER

FM STEREO/AM TUNER

O All DC circuitry and triple
quartz control for wide
frequency response of
4Hz—I18kHz (+0.2dB,
—0.5dB) and 116dB dynamic
range.

2 Quartz controlled double PLL
DC peak sampling and hold
MPX for 65dB stereo
separation (lkHz)

O Automatic IF bandwidth

selection.

16-station random access

preset memory.

Variable auto-scan stop

level (off/30dB-40dB-50dB|

&

g

L

TUNER & RECEIVER
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Tuner

Receiver

ST-S707

QUARTZ SYNTHESIZER
FM STEREO/AM TUNER

D All DC circuitry and quartz
control for wide frequency
response of 5SHz—I18kHz
[+0.2dB, —0.5dB)

O Computer-controlled
automatic IF bandwidth and
FM RF bandwidth selection.

2 16-station random access
preset memaory.

0 2-colour multi-function FL
display (frequency/channel
number/signal strength/scan-
stop level)

Recording level check button

ST G5L

| QUARTZ SYNTHESIZER

FM STEREO/MW/LW TUNER

0 All DC circuitry and quartz
control for wide frequency
response of 5Hz—18kHz
|+0.2dB. —0.5dB).

2 Computer-controlled
automnatic IF bandwidth
selection

D l6-station randam access
preset memory.

O 3 function FL display
(frequency/channel
number/signal strengthy]

ST-Z400L

QUARTZ SYNTHESIZER

FM STEREO/MW/LW TUNER

0 Quartz DC digital tuning
system for tuning accuracy

and convenience.
) 8 FM and 8 AM station

presets and auto-scan tuning.

) 19kHz pilot signal cancel
circuit for extended high
range frequency response
[SHz—I18kHz. +0.5dB,
—1.5dB)

Large, easy-to-read LCD

- display.

SA-250L

QUARTZ SYNTHESIZER
FMIMW/LW STEREO
RECEIVER

) 37 watts per channel at
8 ohms, 1kHz.
2 7 FM and 7 AM station

presets and auto-scan tuning.

) Signal processing display.
D Soft-touch switches and slide
controls for convenient
operation.

SA-150L

QUARTZ SYNTHESIZER
FMIMW/LW RECEIVER
) 27 wallts per channel at
8 ohms, 1kHz.
O 7 FM and 7 AM station
presets.
O Signal processing display.
O Soft-touch switches and slide
controls for convenient
operation
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SL-P50P

PROFESSIONAL COMPACT
DISC PLAYER

All original Technics
components, including optical
deck, laser pickup system, and
IC-controlled focus and
tracking servo systems. 16-bit
D/A converter for each stereo
channel

D Three cueing modes: numeric
key pad (for cueing by
minutes and seconds or frame
number|, search dial, and
automatic search function
LED display shows track,
index, and elapsed time
VU meters show actual disc
signal level,
Full information LED and FL
Bar Graph displays

SL-P7

| COMPACT DISC PLAYER disE
© Simple key operation for many
convenient functions
iNcluding bi-directional
2-speed search with cueing
sounds and 2-directional
music-skip

) Index search and skip for
indexed CD

2 Multi-function FL display.

(W}
N B
I LB




SL-1000MK2

TURNTABLE SYSTEM

Turntable system consisting of
SP-IOMK2 quartz direct-drive
turntable, EPA-100 universal
tonearm and SH-10B3 turntable
base i

SP-10MK2

QUARTZ DIRECT-DRIVE

TURNTABLE

O Quarnz-controlled direct-drive
systern for extrernely constant.
drift-free speed

) Speed accuracy within
+0002%

0) 0.25sec to rated 33"/ rpm

2 Switching from one speed to
another, including 78 rpm. almost
instant

EPA-100

UNIVERSAL TONEARM

2 Titanium-nitride arm

O Built-in variable dynamic
damping device

O Gimbal suspension system with
20 ruby ball bearings

_ Aluminium diecast headshell and
low-capacitance phono cable
supplied

TUNTABLE BASE

O Heavy obsidian stone/rubber/
rosewood veneer 3 layered
construction

) Vibration absorbent legs

Na
PS!('fr,[,h_ € the
¥ SUnny;.
o5 ““0Plies
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Turntable

SL-1200MK?2

QUARTZ DIRECT-DRIVE
TURNTABLE

O Quartz-controlled direct-drive
system with integral
rotor-platter.

O Aluminium diecast cabinet
and special heavy rubber
base plus vibration-damped
platter for virtually feedback-
proof acoustic isolation.

O £8% quartz-locked pitch
control.

O High-sensitivity, low-mass
gimbal suspension tonearm
with helicoid arm height
adjustment.

SL-QX200

QUARTZ DIRECT-DRIVE
SEMI-AUTOMATIC
TUNTABLE

O Quartz-controlled direct-drive
system with integral rotor-
platter for superb rotational
accuracy.

O Low-mass straight tonearm
with sensitive 4-point gimbal
suspension and [T@P) plug-in
connector cartridge system

© Aluminium diecast base with

double isolated suspension
for feedback resistance.

Semi-automatic tonearm

with auto-return and shut-

off

O EPC-P33 MM cartridge
supplied.

SL-D210

DIRECT-DRIVE SEMI-
AUTOMATIC TURNTABLE

O Direct-drive system with
integral rotor-platter and full-
cycle-detection FG servo.

O Low-mass straight tonearm
with sensitive 4-point gimbal
suspension and [P plug-in
connector cartridge system.

2 Semi-automatic tonearm wvith

auto-return and shut-off.

) Anti-resonant TNRC base.

EPC-P27S MM cartridge

supplied.

SL-B200

FG SERVO BELT-DRIVE SEMI-
AUTOMATIC TURNTABLE

O Sophisticated belt-drive system
with FG servo DC motor.

O Low-mass straight tonearm
with sensitive 4-point gimbal
suspension and [TAD) plug-in
connector cartridge system.

O Semi-automatic tonearm with
auto-return and shut-off

O Anti-resonant TNRC base

O EPC-P27S MM cartridge
supplied

{

)

SLDZI0 black



Turntable

SL-QL15

QUARTZ DIRECT-DRIVE

FULLY AUTOMATIC

TURNTABLE

O 10-band random access
programming.

O Quartz-controlled direct-drive
system with integral rotor-
platter for superb rotational
accuracy.

O Microcomputer-controlled
operation including automatic
record-size and speed
selections

O Linear tracking dynamic
balance tonearm and [TAD]
plug-in connector cartridge
system.

SL-QL5

QUARTZ DIRECT-DRIVE
FULLY AUTOMATIC
TURNTABLE

O Quanz-controlled direct-drive |

system with integral rotor-
platter for superb rotational
accuracy.

) Linear tracking dynamic
balance tonearm and (AP
plug-in connector cartridge
system

| O Microcomputer-controlled

operation including automatic
record-size and speed
selections

SL-J2

DIRECT-DRIVE FULLY
AUTOMATIC TURNTABLE

Q LP jacket size direct-drive
turntable with integral
rotor-platter.

O Microcomputer-controlled
operation including automatic
record-size and speed
selections

0 All front panel control

including bidirectional

skip/search function with

Music Select indicator

Linear tracking dynamic

balance tonearm and [TAP]

plug-in connector cartridge
system

'®

CARTRIDGE

Plug-in Connector
Cartridge—Now an
International Standard

To meet the strict
requirements of linear
tracking. a sophisticated
cartridge had to be
developed—one whose
weight, position, point-of-
gravity, and compliance
would not be effected even
when replaced by the
novice. The answer?

A cartridge that plugs

directly into the tonearm
without wires. \We call it
[P, and the design has
already been standardized
by over 30 major cartridge
and audio manufacturers

ENVNOSOBA
SOIUYORL

EPC-P205CMK3 EPC-PS50 ‘

EPC-P205CMK3

STEREQ MM CARTRIDGE
Pure boron pipe cantilever for
0.149mg effective moving mass ‘

> “"HPF" core magnetic circuit for
flat frequency response
SHz—80kHz, 20Hz—I15kHz
(+£0.5dBj
TTDD damper for constant high
performance independent of
ternperature changes

EPC-P550

| STEREQ MM CARTRIDGE

‘ O Pure boron pipe cantilever for
0.29mg effective moving mass
All laminated core magnetic
circuit for flat frequency response
10Hz—55kHz, 20Hz—10kHz
(4=1dB)

23
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RS-B100

QUARTZ DIRECT-DRIVE

3-HEAD CASSETTE DECK

WITH DBX AND DOLBY

B-C NR

O AX (amorphous)
combination recording/
playback head.

O Digital tape counter and
remaining time display.

O Wide-range 3-colour FL
meters.

O Fine bias adjustment.

O Music select.

O Auto tape select and input

select.
O Separate recording level
calibration.

RP-9645

Rermote control unit for RS-BIOO,
M253X and M245X.

CASSETTE DECK

RP-9645




Cassette Deck

RS-M253X

3-HEAD CASSETTE DECK

WITH DBX AND DOLBY

B-C NR

O AX (amorphous)
combination recording/
playback head.

O 2-motor drive and
microprocessor feather-touch
control.

O Wide-range 3-colour FL
meters with peak-hold.

O Multi-function electronic
counter.

RS-M245X

CASSETTE DECK WITH DBX

AND DOLBY B-C NR

O 2-motor drive and
microprocessor feather-touch
control.

O AX (amorphous) recording/
playback head.

O Wide-range 3-colour FL
meters with peak-hold.

O Muilti-function electronic
counter,

RS-B48R

AUTO-REVERSE CASSETTE
DECK WITH DBX AND DOLBY
B-C NR

O Quick auto-reverse recording
and playback with MX
Thrust-Hold Rotary Head

O 2-motor drive and
microprocessor feather-touch
controls.

O FL meters with peak-hold

O Slider input level and balance
controls.

RS-B11W

DOUBLE CASSETTE DECK

O High speed operation.

O Synchro-start recording; just
press the rec button on the
TAPE 2.

O Soft-touch controls,

QO Slide input level control.

O Auto tape select.

RS-B40

CASSETTE DECK WITH DBX

AND DOLBY B-C NR

O 2-motor drive and
microprocessor feather-touch
controls

O 12-segment FL meters.

O Metal-compatible MX
recording/playback head.

RS-B13

CASSETTE DECK WITH

DOLBY B-C NR

O Soft-touch controls and one
touch recording.

O 2-colour LED level meters.

O Metal compatible MX
recording/playback head.

O Large slide input level and
balance controls.

dbx

&E==3head

RS-M253X

dbx

RS-M245X

dbx &0

RS-BIIW/

dbx

RS8B40

RS-BI3

25
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SB-R100

COAXIAL HONEYCOMB
DISC SPEAKER SYSTEM

O Coaxial mechanical 3-way
honeycomb speaker wvith
25cm passive radiator.

O LP jacket size, computer
designed rigid diecast zinc
cabinet.

O Frequency response
55Hz—30kHz | — 16dB.

O Input power 50W (DIN).

O Wall mounting kit and 70
degree flooridesk stand.




Speaker System

SB-M2

HONEYCOMB DISC 3-WAY

SPEAKER SYSTEM

O Studio monitor design and
ideal for digital audio.

Q 38cm woofer, 8cm mid-
range and 2.8cm tweeter, all
Honeycomb Disc Drivers.

O High power handiing
capacity (130W, DIN) and
high efficiency [92dB/\W/, Im).

O Frequency response
27Hz—38kHz | —16dB).

O Thermal relay tweeter
protection.

SB-X700

HONEYCOMB DISC 3-WAY

SPEAKER SYSTEM

© 30cm waoofer, 8cm mid-
range and 2.8cm tweeter, all
Honeycomb Disc Drivers.

QO Frequency response
30Hz—33kHz | — 16dB).

| O Input power 90W (DIN])

O Thermal relay protection.

SB-X500/X300

HONEYCOMB DISC 3-WAY

SPEAKER SYSTEMS

O 25cm woofer (22cm on the
X300). 8cm mid-range
(5.2cm, X300) and 2.8cm
tweeter all Honeycomb Disc
Drivers.

) Frequency response
33Hz—33kHz (38Hz—33kHz,
X300) at — 16dB,

D Input power 65W (55W,
X300). DIN.

SB-X210/X110

HONEYCOMB DISC

[ 3-WAY/2-AVAY SPEAKER

SYSTEMS

O 22cm woofer (18cm on the
X110) and 2.8cm tweeter, plus
5.2cm mid-range (X210 only),
all Honeycomb Disc Drivers.

O Frequency response
35Hz—28kHz (36Hz—28kHz,

~ XNI0) at — 16dB.

O Input power 60W (50W,
X110), DIN.

O Thermal relay protection

SB-F2MK2/
. FIMK2

COMPACT HONEYCOMB
DISC 2WAY SPEAKER

27



SPECIFICATIONS

HiFi System

315 Series Z-Series
TYPE 55A TYPE45A |TYPE35A |TYPE25A |TYPE15 System Z400| System Z300| System Z200 | System Z100 | System 120
AMPLIFIER Su8 SuU-6 SU-5A SuU-4 SA-K2L SU-Z400 SU-Z200 SU-Z200 SU-Z100 SA-120L
Continuous Power (DIN, 80) 2 x 75w 2 x 40W 2 x 30W 2 x 20W 2 x 20W 2 x 60W 2 x 35W - 2 x 20W 2 x 35W
THD (1kHz, 80) 0.02% 0.02% 0.8% 0.8% 0.8% 0.007% 0.8% = 0.8% 0.07%**
SIN Ratio (IHF A)
PHONO 81dB 72dB 72dB 72dB 72dB | 8108 72dB - dB 71dB
TUNERICD/VIDEQ/AUXITAPE 98dB 9808 9508 97dB 84dB 37dB 85dB < 96dB 95dB
Frequency Response
PHONO (30Hz—15kHz) RIAA +0.8dB | RIAA +0.8dB | RIAA £0.8dB | RIAA +08dB [RIAA + 1dB RIAA +£08dB | RIAA £08dB | ~ RIAA +08dB | RIAA +0.8dB
TUNER/CDNIDEQ/AUXITAPE (- 3dB) | 10Hz—120kHz | 10Hz—80kHz | 10Hz—80kHz | 10Hz—60kHz | 10HZ - 45KHZ | 10Hz—80kHz | 10Hz—70kHz | ~ 10Hz—70kHz | SHz—70kHz
Extra Features Computer Double Direct | Direct Direct Subsanic New Glass A | Tape monitor | ~ Tape monitor | Tape monitor
Drive connector connector connector Filter 2 tape
New Class A | Super Bass Super Bass Super Bass monitars
Double Direct | switch switch switch Speaker
connector selector
Super Bass
switch
TUNER ST8L ST8L ST-8L ST4L SA-K2L ST-Z400L ST-Z400L ST-Z400L ST-Z200L SA-120L
Frequency Bands FMIMWILW = - FMIMWILW FMMWILW FMIMWILW - = FMMWILW FMIMW/LW
FM Sensitivity (S/N 26dB, 750) 0.9V — = 0.9.V 0.9V 0.9.V = - 0.9,V 1.2uV
FM Selectivity (£ 400kHz) 6508 = = 65dB 60dB 60dB - = 65dB 60dB
FM THD (mono, stereo) 0.08%, 0.15% | + = 015%,0.3% [0.2%, 0.4% 015%,0.3% | - — 015%.0.3% | 0.15%,0.3%
FM S/N (mono, IHF) 78dB - - 78dB 75dB 75dB = -~ 78dB 76dB
Extra Features Quartz - - Quartz - - Gyro-touch
synthesizer synthesizer tuning knab
tuning tuning
16 station = = 8 FM/B AM - -
random- presels
access presets|
CASSETTE DECK RS-8R RS-8R RSAW RS-4 SAK2L RS-B11W RS-B40 RS-D200 RS-D200 RS-B10
Noise Reduction dbx, Dolby B | ~ Dolby B Dolby B Dolby B Dolby B dbx, Dolby B, C| Dolby B - Dolby B
Wow & Flutter (WRMS) 0.05% i 0.048% 0.05% 0.05% 0.07% 0.045% 0.07% 1= 0.07%
Frequency METAL 20Hz—1TkHz | < 20H2—19kHz | 20Hz—17kHz | 20H2—18kHz | 20Hz—18kHz | 20Hz—19kHz | 20Hz—17kHz | - 20Hz—17kHz
Hesponse GrO; 20Hz—17kHz | = 20Hz—18kHz | 20Hz—16kHz |20Hz—17kHz |20Hz—17kHz | 20Hz—1BkHz |20Hz—16kHz |~ 20Hz—16kHz
NORMAL 20Hz—16kHz | ~ 20Hz—17kHz | 20Hz—15kHz |20Hz—16kHz | 20Hz—16kHz | 20Hz—17kHz | 20Hz—15kHz | < 20Hz—15kHz
SIN Ratio 82dB = 67dB 67dB 65dB 67dB 92dB 66dB & 66aB
{dbx in) {Dolby B in) (Dolby B in) (Dolby B in) (Dolby B in) (dbx in) (Dolby B in) (Dolby B in)
Tape Transport Controls Microprocessor | — Soft-touch Soft-touch Soft-louch Soft-touch Microprocessor | Soft-touch - Solt-touch
feather-touch feather-touch
Auto Tape Select Yes - Yes - Yes
Extra Fealures Auto-reverse | «— Double Aulo rec Auto rec Double
Music repeat | «~ Music select level level casselte
Blank skip - Synchro rec
Music select | ~ (phono)
Synchrorec | ~
(phono/CD)
TURNTABLE SLJ3 SL-J2 SL-J1 SL-1 SL-JS1 SL-D210 SL-B210 SL-B210 SL-B210 SL-B210
Operation Full-auto Full-auto Full-auto - Full-auto Semi-auto Semi-auto . & =
Drive System Quartz direct | Quartz direct | Belt - Belt Direct Belt o (= =
Wow & Flutter (WRMS) 0.025% 0.025% 0.045% - 0.045% 0.025% 0.045% L . =
Rumble (DIN B) —78dB —78dB —70d8 — —70dB —78dB - 70dB = £ 3h
Pfﬁg-in Connector System Yes Yes Yes - Yes Yes Yes - + =
Cartridge Frequency Response 10Hz—50kHz | 10Hz—40kHz | 10Hz—35kHz | « 10H2—35kHz | 10Hz—35kHz | 10Hz—30kHz | « - -
Extra Features Linear tracking| Linear tracking| Linear tracking| - Auto record- | All front All front L £ =
Random- Music select | Auto record- ‘- size select panel panel
access size select control control
programming Aulo speed e
Music select select
SPEAKER SYSTEM SB-X100 SB-F66 SB-F44 SB-F44 SB-F44 SB-3450 SB-3430 SB-3410 SB-3410 SB-3410
Speaker Unit WOOFER 18cm 16¢cm cone 16cm cone s e 25cm cone 20cm cone 20cm cone - =
honeycomb disc
MIDRANGE 5.2cm 6.5cm cone
honeycomb disc|
TWEETER 2.8cm Horn:type Horn-type - - 5.5¢cm cone 5.5cm cone 5.5¢m cone o =
haneycomb disc
SUPER TWEETER Homtype Horn-type
Linear Phase Configuration Yes Yes Yes = (!
Frequency Response (- 16dB) 47Hz—35kHz | 55Hz—28kHz | 70Hz—25kHz | - 46Hz—30kHz | 48Hz—30kHz | 50Hz—25kHz | — -
Output Level (1.0m) 90dB/W 90dB/W 90dB/W - - 90dB/W S0dBW 93dB/W - -
GRAPHIC EQUALIZER (Option) SH-E4 SH-E4 SH-E4 SH-8044 SH-Z200
THD (1kHz) 0.003% = - 0.003% 1 0.003%
S/N Ratio (IHF A) 100dB - - 110dB 110dB
Band Level Controls +12dB - - +12dB +12dB
12 elements 7 elementsfch. 7 elements/ch.
Centre Frequencies 25, 40, 63, 100 ~ 5 63, 160, 400, 63, 160, 400,
160, 250, 500, 1k, 2.5k, 6.3k, 1k, 2.5k, 6.3k,
1k, 2k, 4k, 8k, 16kHz 16kHz
16kHz $
DIMENSIONS CENTRE W | 315mm 315mm 315mm 315mm 315mm 470mm = 470mm el =
H | 386mm*? 386mm*! 263mm*! 306mm 189 mm 1,000mm - ‘875mm - -
D | 315mm 315mm 315mm 315mm 315mm 437mm = 410mm - =
SPEAKER W | 223mm 200mm 184mm i = 292mm 261mm 261mm - =
H | 372mm 326mm 294mm = e 555mm 515mm 488mm = =
D | 207mm 193mm 193mm = — 221mm 221mm 221mm (o -
*! including optional Grapic Equalizer ** half power
Y
Direct Connector E=2l Direct Operation |27

Components having the Direct Connector symbol have flip-up plugs that allow
direct connections when units are stacked in the correct sequence. No audio
cables are necessary, so connection is fast and there is little chance of mistakes.
All conventional rear-panel jacks and terminals are also provided to allow
alternative combinations. Turntables are connected in the normal manner.

Technics developed this new system to simplify operation of your 315 Series
component system. Direct Operation means that you can directly operate any
source without having to select it first on the amplifier. Or you can begin listening
to any source by simply pressing a button on the amplifier alone. Either way, Direct
Operation reduces source selection time.



Power Amplifier Control Amplifier
SE-ASMK2 SE-ASMK2 e SU-AdMK2 SU-ABMK2
Continuous Power Input Sensitivity & Impedance
(both ch. driven) PHONO MC T0RVI300, 250,Vi4700 S;N' (100uV, IHF' 66}(220(1
20Hz—20kHz 2 x 300W (40) 2 x 150W (40) MM ImVI47kEL, 2. 5mV/ATKO 63mV (2.5mV. IHF'66)/47k0
1kHz 5 : zggvv: :fg§ ; . ::gx (23; TUNER/CD/VIDEOIAUXITAPE | 150mV/47ka 36mV (150mV, IHF'66)/47k
- X & { Total Harmonic Distortion
| 2 x 320W (811) 2 x 150W (80) {20Hz— 20Kz, at vol. max.)
Total Harmonic Distortion PHONO MC 0.001% (2V output) 0.003% (3V output)
"Séi‘.j |:n:ngg‘!(.H ) ShiatiG bk il MM 0.001% (2V output) 0.002% (3V output)
2— 2] A fo d fo
0.002% (80} 0.002% (89) TUNEH‘QDNFDEO!AUKITAPE 0.001% (2V output) 0.002% (3V output)
T — Frequency Response e
o IO PHONO MM | RIAA £0.20B (20Hz—100kH2) | RIAA 0,508 (20Hz—100kH2)
0.01% THDS SH2—T0KHz (40) : RIAA +0.1508 (ZDHz—ZﬂkHz) RIAA +0.2d8 (20Hz—20kHz)
= 5Hz—080kHz (80) 5Hz—100kHz (80) TUNER/CDVIDEO/AUXITAPE | DC—200kHz (— 3dB) 0.5Hz—200kHz { — 3dB)
Input Sensitivity & Impedance | ViA7kq) 90mV (1V, IHF 66)/47kR - +0. - 0.1dB (DC—20kHz) +0, ~0.1dB (20Hz—20kHz)
N Ratio
Frequency Resporis DC—EOU’;';“ 2kl et g ] PHONO MC 7408 (8248, IHF'56) 7708 (7508, IHF 66)
(20Hz— 20kHz) (DC—20RHZ) MM 79dB (92dB, IHF'66) 80dB (90dB, IHF'66)
SIN Ratio 12008 T102dB (IHF &) TUNERICD/VIDEO/AUX/TAPE | 100dB (106dB, IHF'66) 97dB (106dB, IHF'66)
(125dB, IHF A) | 121dB (IHF" 66) - | Phena Maximum Input Voltage | 160mV (MM), 16mV (MC) 150mV (MM)
Power Consumptian 1roqw T20WIS00VA | Power Gunsumpﬂon 15W 20W
Power Supply (AC 50/60Hz) 110/120/220/240V 240V Power Supply (AC 50/60Hz) 1101201221240V 240
Dimensions (W x H x D) 430 x 208 x 507mm 430 x 1 178 x 416mm Dimensions (W x H x_D] 430 x 97 x 330mm 430 x 98 x 360mm
Weight 39 kg 18.4 kg Weight 8kg 5.8 kg
Integrated Amplifier
suve suv7o7 SU-VaxX Suv2x
‘Continuout Power {both ch. driven)
20Hz—20kHz 2 x 120W (49) 2 x 8OW (490) 2 x 65W (4M) 2 x 45W (461)
N 2 x 120W (8Q) 2 x 90W (802) kZ x GSW (811) 2 x 45W (81)
TkHz 2 x 120W (40) 2 x 80W (40) 2 x TOW (40) 2 x 50W (40
2 x 120W (89) 2 x 90W (80) 2x 7OW (8 y 2 x 50W (8%,
Total Harmenic Distortion
(rated power, 20Hz—20kHz) 0.007% (49) 0.007% (40Q) 0.03% (&0) 0.03% (40)
| 0.003% (8m) 0.003% (80) - | 0004 Bl 0.005% (8)

Power Bandwidih
(both ch. driven, —3dB)

5Hz—T70kHz (491, 0.03% THD)

5Hz—70kHz (40, 0.03% THD)

SHz—50kHz (40)

SHz—40kHz (402)

TUNERI/CD/VIDEQ/AUX/TAPE

0.5Hz—170kHz (- 3dB)

0.7Hz—140kHz (- 3dB)

5Hz—T70kHz (802, 0.02% THQ) 5 5Hz—70kHz (80, 0.02% THD) | SHz—60kHz (81) 5Hz—50kHz (802)
Input Sensitivity & Impedance ) e I
PHONO MM IMVI47KR, 2.5mVi47k 2.5mvi47kn 2.5mvi4TKQ 2.5mwiaTkn
MC 10010022, 250V/2200 170pVi2200 170uVI2200 ==
TUNERICDNVIDECIAUX/TAPE 150mVI33k{2 (170mVI3SkM, TAPE 1) 150m\a‘f18kﬂr 150m\Vi22k0 150mVi22k(
S/N Ratio (rated power, 40) |
PHONO MM 79dB (88dB, IHF A) 7BdB (B8dB, IHF A) | 76dB (86dB, IHF A) 76dB (83dB, IHF A)
MC TdB(71dB, IHF A) | 7208 (72dB. IHF A) | 6408 (880B. IHF A) - :
TUNERI/ICD/IVIDEQ/AUX/TAPE 91dB (103dB, IHF A) 93dB {19493: IHf A) J 91dB (102dB, IHF A) 91dB (102dB, IHF A)
Phono Maximum Input Yoltage 170mV (MM), 17mV (MC) 210mV (MM), 15mV (MC) | 160mV (MM), 12mV (MC) 160mV (MM)
Frequanca Respanse [ i |
PHON MM RIAA +0.2dB (30Hz—15kHz) | RIAA +0508 (SOHz—iSkH_z) RIAA +0.8dB (30Hz—15kHz) RIAA +0.8dB (30Hz—15kHz)

SHz—120kHz (- 3dB)
+0, ~0.2dB (20Hz—20kHz)

5Hz—120kHz (—3dB)
+0, = 0.2dB (20Hz—20kHz)

+0, - 0.2dB (20Hz—20kHz) +0, —0.20B (20Hz—20kHz)
Power Consumplion ssow 510W 390W 205W
Power Supply (AC 50/60Hz) 1101204220/240V i 110/120/220/240V 240v 240V
Dimensions (WxHxD) 430 x 120 x 350mm 430 x 120 x 362mm 430 x 97 x 290mm 430 x 97 x 290mm
Weight 14,7 kg 10kg 6.7 kg 6.3 kg
Tuner
STG7 STS707 ST.G5L ST-Z400L
FM Sensitivity (SIN 26dB) 1.0pV (750) 0.85.V (750) “0.85uV (750) 0.9V (750)

Total Harmonic Distortion

0.01% (mono), 0.02% (stereo)

0.03% (mbno), 0.04 % (stereo)

0.03% (mono), 0.04% (stereo)

015% (mono), 0.3% (stereo)

FM S/N Ratia (mono)

116dB (dynamic range)

720B (80dB, IHF)

7048 (78dB, IHF58)

69dB (7508, IHF'58)

FM Frequency Response

4Hz—18kHz (+0.2, —0.5dB)

5SHz—18kHz (+0.2, —0.5dB)

SHz—18kHz (+0.2, — 0.5dB)

5Hz—1BkHz (+0.5, —1.508)

Alternate Channel Seleclivity

55dB (normal, =+ 400kHz)

55dB (normal, = 400kHz)

55dB (normal, +400kHz)

60dB (normal, +400kHz)

FM Stereo Separation

65dB (1kHz), 50dB (10kHz)

65dB (1kHz), 50dB (10kHz)

60d8B (1kHz), 4508 (10kHz)

45dB (1kHz), 30dB (10kHz)

FM Antenna Terminal

7512 (unbalanced)

750 (unbalanced)

750 {unbalanced). 3001 (balanced)

75Q (unbalanced), 3000 (balanced)

AM Frequency Range Mw 522—1629kHz (3kHz step) 522—1611kHz (9kHz step) 522—1611kHz (9kHz step) 522—1611kHz (9kHz step)
530—1620kHz (10kHz step) 530—1620kHz (10kHz step) 530—1620kHz (10kHz step)
w — —_— 153—353kHz (9kHz step) 153—353kHz (9kHz step)
AM Sensitivity (S/N 20dB) MW 20uV, 290xWm 20pV, 290pVim 20uV, 290pVim 20xV, 300uVim
W — —_— S50uV 100V
AM Selectivity MW 55d8B (+9kHz) 5508 ( +9kHz) 55dB (+9kHz) 55dB (= 9kHz)
w —— —_ 5508 (at 254kHz) 55dB (at 254kHz)
Power Consumplion nw £ E = aw
Power Supply (AC 50/60Hz) 240V 240V 240V 240V
* Dimensions (W x H x D) 430 x 97.1 x 276mm 430 x 53 x 245mm 430 x 53 x 245mm 430 x 53 x 240mm
Weight 41kg 265 kg 24 kg 21kg




Receiver Cassette Receiver
SA-250L SA-150L SA-R100L
Continuous vae'r (both ch. driven) 2 x 3TW (1kHz /80) 2 x 27W (1kHz, 82) AMPLIFIER SECTION
Total Harmonic Distortion (half power) 0.02% (1kHz, B 0.07% (1kHz, 80) Continuous Power (both ch. driven) 2 % 30W (1kHz, 80)
Power Bandwidih (both ch. driven, —3dB) | 10Hz—d40kHz (80) 10Hz—40kHz (81) Exdiisti=—dtkii= A0)
Input Sensitivity PHQONO 2 5mVIATKS 2.5mVI47K Total Harmonic Distortion 0.09% (rated power, 20Hz—20kHz)
& Impedance CDMIDEOJAUXTAPE | 150mvii8ka 150mVIBka Inpll.n Sensitivity PHONO 2.5mvViaTkQ
Phono Maximum Input Voliage 150mV (1kHz, RMS) 50mV (1kHz, AMS) e VIDEOICOIALAMTARES [S100myi3 5D
SIN Ratlo PHONO 7008 (72dB, IHF A) 70dB (7108, IHF A) SIN Ratio PHONO 70dB (70dB, IHF A)
CDNVIDEQIAUXITAPE | 88dB (9508, IHF A) B8dB (9508, IHF A) VIDEOICD/AUX/TAPE | 72dB (B0dB, IHF A)
FM (mano) 80dB (77dB, IHF) B0dB (77dB, IHF}) Frequency Response PHONO_;' RIAA £1dB
Frequency Response PHONO RIAA +0.80B (30Hz—15kHz) | RIAA = 0.84B (30Hz—15KkHz) : VIDEOICDIAUXTTAPE | 10Hz—45kHz
CONIDEOAUXITAPE | SHz—70KHz (—3dB) 5Hz—70kHz (- 3d8) EMAMTUNER SECTION
M 20Hz—15KHz (+1, - 2dB) 20Hz—15KHZ (+1, —208) Sensitivity FM (SIN 26dB) 0.94V (750), 1.8,V (3000)
Tuner Sensitivity FM (SIN 268B) 1.2,V (750), 1.7aV (3000) 1,24V (758, 1.74V (3000) MWAGIN 2000 202¥ 300, Vim
MW (SN 20dB) 204V, 300VIm 204V, 300aVIm LW 2006) 2040
. LW(SIN 20dB) 45,V a5aV Total Harmonic Distortion (FM) 0.1% (mono)
FM Allernate Channel Seleciivity 508 (= 400KHz) 6508 (= 400kHz) S/N Ratio (FM, mono) 70UA (TRA5 1HF)
FM Stereo Separation 40GB (1kHz), 30dB (10kHz) 0GB (1kHz), 30dB (10kHz) AM Frequency Range MW 922—1620kHz
FM Antenna Terminals 750 (unbalanced) 758 (unbalanced) W 153—3h3kHz
3001 {balanced) 3009 (balanced) CASSETTE DECK SECTION
AM Frequency Range MW 522—1620kHz 522—1620kHz Tape Speed 4.8cmis
w 155—353kHz 186—353kHz Wow & Flutter 0.08% (WRMS)
Power Consumption 180W 155W Frequency Response METAL 20Hz—17kHz
Power Supply (AC 50/60Hz) 240V 240V CrOz 20Hz—16kHz
Dimensions (W x H x D) 430 x 97 x 243mm 430 x 97 x 243mm NORMAL 20Hz—15kHz
Waight 5 kg 48 kg SIN Ratio Dolby C NRin 72dB (CCIR)
Dolby B NR in 54dB (CCIR) B |
= NR out 55dB
Compact Disc Player e
SLpene AR : Power Supply (AC 50/60H2) HOR201220/240V
D/A Conversion 16-bit !mear&” . ; 16-bit linear Power Consumplion 205W
Frequency Response 20Hz2—20kHz (+0.508) 4Hz—20kHz (= 0.5d8) Dimensions (W x H x D) 460 x 315 x B5Smm
Dynamic Range 96dB or more B 96dB or more Weignt 7ikg
SIN Ratio 96dB or more 96dB or more
Total Harmonic Distortion 0.005% orless 0.003% or less (1kHz, 0dB)
Channel ion 90dB or more 9048 ar more
Wow & Flutter Same as quartz crystal Same as quanz crystal
oscillator precision oscillator precision
Power Consumption 85W 30w
Power Supply 110/120/220/240V | 1io—zomzo—240v |
Dimensions (W x H x D) 430 ¥ 200 x 530mm’! 430 x 883 x 530°° | 315x88x32%mm |
Weight 18kg*" 30.5 kg** 19kg
*labletoptype  ** console type
Graphic Equalizer
SH-8065 SH-8044 SH-8045 SH-Z200 SH-E4
Total Harmonic Distortion 0.0025% (20Hz—20kHz) 0.005% (20Hz—20kHz) 0.005% (20Hz—20kHz) 0.005% (20Hz—20kHz) 0.005% (20Hz—20kHz)
0.003% (1kHz) 0.003% (1kHz) 0.003% (1kHz) 0.003% (1kHz)
SIN Ratio 1000B (110dB, IHF A) 110dB (1V) 100dB (110dB, IHF A) 100dB (110dB, IHF A) 95dB (100dB, IHF A}
Frequency Response SHz—100kHz (- 1dB) 5Hz—100kHz (- 1dB) 5Hz—100kHz (- 1dB) 5Hz—100kHz ( - 1dB) 5Hz—100kHz (- 3dB)
Input Sensitivity & Impedance VI4TkR 1VI33kn 1VIATKE 1VI33k WVI47kQ
Channel Balance +0.5dB (250Hz—6.3kHz) +0.5dB (250Hz—6.3kHz) 20.5dB (250H2—86.3kHz) +0.5dB (250Hz—6.3kHz) +0.5dB (250Hz—6.3kHz)
Channel Separation 70dB (1kHz) 70dB (1kHz) 70dB (1kHz) 70dB (1kHz) 60dB (1kHz)
Band Level Controls +3dB, +12dB +12dB +3dB, +12dB +12dB +12dB
(33 elementsich.} (7 elementsich.) (12 glementsich.) (7 elementsich.) (12 elements)
Center Frequencies 16, 20, 25, 31.5, 40, 50, 63, 63, 160, 400, 1k, 2.5k, 6.3k, 16, 31.5, 63, 125, 250, 500, 63, 160, 400, 1k, 2.5k, 6.3k, 25, 40, 63, 100, 160, 250,
80, 100, 125, 160, 200, 250, 16kHz 1k, 2k, 4k, Bk, 16k, 32kHz 16kHz 500, 1k, 2k, 4k, 8k, 16kHz
315, 400, 500, 630, 800, 1k,
1.25k, 1.6k, 2k, 2.5k, 3.15k,
4k, Sk, 6.3k, 8k, 10k, 12.5k,
16k, 20kHz
Power Consumption 20w 18W 18w BW. 9.5W
Power Supply (AC 50/60Hz) 110/1201220/240V 240V 110120/220/240V 240V 240V
Dimensions (W x H x D) 430 x 153 x 330mm 430 x 86 x 234mm 430 x 53 x 235mm 430 x 86 x 234mm 315 x 50 x 240mm
Weight 6.6 kg 28kg 26ky 24Kkg 2.0kg
Turntable
SL-1000MK2 SL-1200MK2 SL-QX200 SL-D210
Drive System Quartz-locked direct drive Quartz-locked direct drive Quartz-locked direct drive Direct drive
Motor » Ultra-low-speed brushless DC Ultra-low-speed brushless DC Ultra-low-speed brushless DC Ultra-low-speed brushless DC
Pitch Control Range —_— +8% +6% _
Wow & Flutter 0.025% (WRMS), +£0.035% (peak) 0.025% (WRMS), +0.035% (peak) 0.025% (WRMS), %0.035% (peak) 0.025% (WRMS), £0.035% (peak)
Rumble - 78 dB (DIN B) - 78dB (DIN B) —80dB(DIN B) —-78dB (DIN B)
—56 dB (DIN A) —56 dB (DIN A) —56 dB (DIN A) - 56 dB (DIN A)
Tonearm Type Variable dynamic damping universal Static-balanced universal Plug-in connector straight Plug-in connector straight
Cartridge Frequency Response e — 10Hz—50kHz 10H2—35kHz2
20Hz—10kHz (+1dB) 20Hz—10kHz (= 1dB)
Power Consumption 26W 13.5W ™w 4w |
Power Supply (AC 50/80Hz) 110—120/220—240V 110—120/220—240V 110—120/220—240V 240V
Dimensions (W x H x D) 560 x 170 x 465mm* 453 x 162 x 360mm 430 x 99 x 380mm 430 x 100 :;@1
Weight 26.2 kg* 11 kg 59kg 4.4 kg

* excluding power unit and remote control




Turntable

SL-B200 SL-OL15 SL.OL5 SL-J2
Drive System Bell drive Quartz-locked direct drive Quartz-locked direct drive Quartzlocked direct drive
Molor FG servo DC Ultra-low-speed brushless DC Ultra-low-speed brushless DC Ultra-low-speed brushless DC
Pitch Control Range - +6% = — —
Wow & Flutter 0.045% (WRMS), £0.06% (peak) 0,025% (WRMS), £0.035% (peak) | 0.025% (WRMS), +0.035% (peak) | 0.025% (WRMS), =0.035% (peak)
Rumble —70 dB (DIN B) —80d8 (DIN B) ~78dB (DIN B) — 78 dB (DIN B)
-56 dB (DIN A) —56dB (DIN A) —56 dB (DIN A)
Tonearm Type Plug-in conneclor straight I Plug-in ¢ linegar tracking Plug-in connector linear tracking Plug-in connector linear tracking
Cartridge Frequency Response 10Hz—35kHz 10Hz—50kHz 10Hz—A40kHz 10Hz—40kHz
20Hz—10kHz (= 1dB) 20Hz—10kHZ (£ 1dB) 20Hz—10KkHz ( +1dB) 20Hz—10kHz (£ 1dB)
Power Consumption 3W 11w 1now 12w
Power Supply (AC 50/60Hz) 240V 110—120220—240V 110—120/220—240V 110—120/220—240V
Dimensions (W x H x D) 430 x 93 x 375mm 430x88x350mm | 430x88x 350mm 315 x 88 x 315mm
Weight 38kg 74k o 51kg a1kg
Cassette Deck
RS-B100 RS-M253X ~ RS-M245X RS-B48R RS-BIW RS-B40 RS-B13
Tape Speed 4.8cmis 4.8cmis 4.B8cmis 4Bomis 4.8cmis 4,.8cmis 48cmis
Wow & Flutler ~ WRMS 0.022% 0.04% 0.045% 0.05% 0.07% 0.045% 0.07%
DIN +0.038% £0.14% £014% +014% £014% £014% +014%
Frequency Metal 15—25,000Hz 20—22,000Hz 20—20000Hz | 20—17.000Hz 20—18,000Hz 20—15,000Hz 20—17,000Hz
Response Cr0; 15=—23,000Hz 20—21,000Hz 20—19,000Hz 20—17 000Hz 20—17,000Hz 20—18,000Hz 20—16,000Hz
Normal 15—21,000Hz 20—19,000Hz 20—18,000Hz 20—16,000Hz 20—16,000Hz 20—17,000Hz 20—15,000Hz
Dynamic Range (1kHz, dbx in) 110dB 110dB 11008 o 110d8 110dB
SIN Ratio dbx in 92dB (A WTD) 5248 (A WTD) 92dB (A WTD) 9248 (A WTD) — 92dB (A WTD) ==
DobyCNRin | 78dB (COIR) 78dB (CCIR) 75dB (CCR) 7508 (CGIR) — 75dB (CCIR) 74dB (CCIR)
Doby BNRin | 70dB (CCIR) 700B(CCIR) 67d8 (CCR) 6708 {CCIR) 6748 (CCIR) 67dB (CCIR) 6648 (CCIR)
NR out 60dB (A WTD) 60dB (A WTD) 57dB (A WTD) 5708 (A WTD) 5708 (A WTD) 57dB (A WTD) 56dB (A WTD)
Fast Forward and Rewind Time Approx. Approx. Approx. Approx. Approx.
(C-60 tape) 80 sec. 90 sec. 90 sec. S0 sec 110 sec. 85 sec. 110 sec.
Inpul Sensitivity  Mic == 0.25mV 025mV 025V v 0.25mv 0.25mV
& Impedance 600010k 4000—10k2 4000—10kD 4002—10kR 4000—10kR 4000—10KD
Line BOMVIA7KR BOmVIA Tk BOMVIATRED oA BOmMVIATKD 70mVI38ka 60mVIATKR
Output Level Line 700mVig200 400mVI3 5k 400mVIT S | 200mn S 400mV/1.5k 400mVI4 5k 400mVi1.8k11
& Impedance Headphones 125mV (at 81) 125mV (at B0) 125mv (at 80) | 80V (at 8DY B0mV (at 80) B80mV (at BQ) B5mV (at B(Y)
Bias Frequency 105kHz 85kHz BOKHZ Bz 105kHz BOKHzZ B0kHz
Motors Quartz DD (x1) DC servo (x1) | DG serva tx) DC servo (x1) Tape 1: DC servo (x1) | DG servo (x1) DC servo (x1)
DC (x1) DC (x1) DC {x1) DC (x1) Tape 2: DC servo (x1) DC (x1)
Heads " Record/ AX (x2) AX(x2) AX (x1) MX (1) Tape 1; MX (x1) MX (x1) MX (1)
Playback combination combination Tape 2: MX (x1)
Erasure Double-gap Double-gap Double-gap Double-gap Double-gap Double-gap Double-gap
sendust (x1) sendust (x1) | ferrite (x1) ferrite (x1) ferrite (x1) ferrite (x1) ferrite (x1)
Power Supply (AC 50/60Hz) 2024V 110/240V
Power Consumption 3BW 2SWE— oW = W 12W 15W 10w
D ions (W x H x D) 430 x 98 x 273mm 430 x 98 x 273mm 430 x 98 x 2T3mm 430 x 98 x 275mm 430 x 108 x 232mm | 430 x 98 x 273mm 430 x 108 x 229mm
Weight ) 56 kg 53ky S1kg 48ig dkg 45kg 30kg
Speaker System
SB-R100 SB-M2 SBX700 SB-X500 SB-X300
Speaker Unil ‘Woofer Mechanical 3-way, coaxial 38cm honeycomb disc 30cm honeycomb disc 25¢m honeycomb disc 22¢m honeycomb disc
Midrange honeycomb disc with 25cm Bcm honeycomb disc Bcm honeycomb disc 8cm honeyeomb disc 5.2cm honeycomb disc
Tweeter passive radlator 2 Bcm honeycomd dsc 2 Zem honeycomb dise 2.8cm honeycomb disc 2.Bom honeycomb disc
Input Impedance 80 50 = e 80 80
| Maximum Input Power  Music 100W 300W BOW 130W 110W
DIN 50W Bow | oW 65W 55W
Output Level (1m) 87dB/W 2dBW S0BW 90dBIW 90dBW
Freguency Range —16dB 55Hz—30kHz 27Hz—38kHz 30Hz—33kHz 33Hz—33kHz 38Hz—33kHz
—10dB 70Hz—25kHz. 35Hz—35kHz 39Hz—30kHz 40Hz—30kHz 45Hz—30kHz
Crossover Frequencies 2kHz 750Hz, 4kHz 1kHz, dkHz 1.5kHz, 4kHz 1.6kHz, 4 5kHz
Dir (W xHxD) 315x315x65mm | 540x820x415mm | 380x670 x 327mm 350 x 606 x 327mm 285 x 540 x 267mm
Weight 45 kg 500kg 165ka 14 kg 95kg
SBX210 [ SBX110 SB-F2MK2 SB-FIMK2
Speaker Unit Wooler 22cm honeycomo disc 18cm honeycomb disc 14cm honeycomb disc 12cm honeycomb disc
Midrange 5.2cm huneyt-:al_'i_:-aéc —_— _ a —
Tweeter 2.8cm honeycomb disc _Wc;nmeycorm disc 2.8cm hme;croﬁ disc 2.8cm honeycomb disc
Input Impedance 80 B 80 4080 480
Maximum Input Power  Music 120w 100W 100W BOW
DIN BOW | sow 50W 40W
Qulput Level (1m) 90dBIW 89dB/W . 88dBI2 83V B64BI2.83V
Frequency Range ~ —16dB | 35Hz—2BKHz ) 36Hz—28kHz 45Hz—35KkHz 4BHz—35kHz
—10dB 44Hz—27kHz = 45Hz—27kHz 55Hz—33kHz 65Hz—33kHz
Crossover Frequencies Mz, dkHz 3.2kHz 2.5KkHz 2kHz
Dir (W xHxD) 280 x 495 x 222mm 223 X 372 x 212mm 157 x255 x 172mm 134 x 219 x 136mm
Weight 6.5 kg 46 kg 50k 29kg
Suggested Combinations B R 0L | saonoL [(SUVECHEE S
A wide range of the Technics Hi-Fi components shown in Tc::::rre STZANLIE GRS
this catalogue are compatible, but to help you to choose DECK RSB13 | RS-B40 | RSB13 | RS-BAD
your ideal components system we have selected some well- TURNTABLE | SLB200 | SLB200 | SLD210 | SLQX200 1
matched combinations. SPEAKER SBX110 | SBX210 | SBX210 | SBX300
% SH-z200 | SH-8044 | SH-8045 | SH-8044
BLACK | BLACK | Siacy | BLACK
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3 Technics
Panasonic U.K. Ltd.
Technics, Panasonic and National are the brand names of
Matsushita Electric.
Head Office and Sales Promotion Department:
300-318 Bath Road, Slough, Berks SL1 6JB
Tel: Slough 34522 Telex: 847652
Southern and South Western Trade Sales, Service and Distribution:
308-318 Bath Road, Slough, Berks SL1 6JB
Tel: Slough 34522 Telex: 847652
Midland Trade Sales and Distribution Centre:
Dodswell Road, Dodswell Bridge Trading Estate,
S Hinckley, Leicestershire. Tel: 0455635452. g
- Northern Trade Sales and Distribution Centre: ‘T:r_ad_cs?fscnp!u:ﬂzAr:.lsgzﬁi the right to change the design ar
di anasonit { eserve: q ange the des
RO" Pedro AVB"UE}{ Normanton Trading Estate, specifications of goods without notice. Descriptions in this catalogue
ormanton, Wakefield, West Yorkshire are correct at the time of going o press but are subject lo alteration
Tel: Wakefield 890980 Telex: 557689 Details of any changes will be available on requ
M Scotland Trade Sales and Distribution Centre:
4 Maxwell Square, Brucefield Industrial Estate, Subject to change without notice
. Livingston, Lothian Tel: 0506-415041 PRINTED IN ENGLAND BY HUNTERPRINT GROUP PLC




